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Danish 
Undertegnede Dai Nippon Printing Co.,Ltd. erklærer herved, at følgende udstyr 
DS40/DS80 overholder de væsentlige krav og øvrige relevante krav i direktiv 
1999/5/EF 
 
German 
Hiermit erklärt Dai Nippon Printing Co.,Ltd., dass sich dieser/diese/dieses DS40/DS80 in 
Übereinstimmung mit den grundlegenden Anforderungen und den anderen relevanten 
Vorschriften der Richtlinie 1999/5/EG befindet".(BMWi) 
Hiermit erklärt Dai Nippon Printing Co.,Ltd. die Übereinstimmung des Gerätes 
DS40/DS80 mit den grundlegenden Anforderungen und den anderen relevanten 
Festlegungen der Richtlinie 1999/5/EG.(Wien) 
 

Greek 
ＭＥ ＴＨＮ ΠＡＰＯＹΣＡ Dai Nippon Printing Co.,Ltd. ΔＨΛΩＮＥＩ  ＯＴＩ 
DS40/DS80 ΣＹＭＭＯＰΦΩＮＥＴＡＩ ΠＰＯΣ ＴＩΣ ＯＹΣＩΩΔＥＩΣ   ＡΠＡＩＴＨΣ
ＥＩΣ KAＩ ＴＩΣ ΛＯＩΠＥΣ ΣＸＥＴＩＫＥΣ ΔＩＡＴＡΞＥＩΣ ＴＨΣ   ＯΔΗΓＩΑΣ 
１９９９／５／ＥＫ  
 

Italian 
Con la presente Dai Nippon Printing Co.,Ltd. dichiara che questo DS40/DS80 è conforme 
ai requisiti essenziali ed alle altre disposizioni pertinenti stabilite dalla direttiva 
1999/5/CE. 
 
Spanish 
Por medio de la presente Dai Nippon Printing Co.,Ltd.  declara que el DS40/DS80 cumple 
con los requisitos esenciales y cualesquiera otras disposiciones aplicables o exigibles de 
la Directiva 1999/5/CE. 
 
Portuguese 
Dai Nippon Printing Co.,Ltd. declara que este DS40/DS80 está conforme com os requisitos 
essenciais e outras disposições da Directiva 1999/5/CE. 
 
Malti 
Hawnhekk, Dai Nippon Printing Co.,Ltd., jiddikjara li dan DS40/DS80 jikkonforma 
mal-ħtiġijiet essenzjali u ma provvedimenti oħrajn relevanti li hemm fid-Dirrettiva 
1999/5/EC 
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사사용용자자  안안내내                                                                                   

 

이 기기는 B 급 기기(가정용 정보통신기기)입니다.  

기기는 가정용으로서 전자파 적합등록을 마친 기기이며, 주거지역에서는 물론 전 지역에서 사용 

가능합니다.  
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                                            Instalación de la impresora
Comprovación del contenido  
 

Por favor, compruebe que la impresora y todos los accesorios están incluidos en el paquete. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

・ Cuando quite la impresora de su envase, al transportarlo, o moverlo, asegúrese de tener cuidado.   
Si la impresora cae puede causar lesiones personales o daños a otros elementos. 

・ Si la impresora se agarra por los cojines, los cojines pueden romperse y causar que la impresora 
caiga al suelo. 

Paper Cassette 

（Set in the printer）

Paper Holder 

（Set in the printer） 
＊Remove wrapping before use 

CD  

User's Manual

Printer Driver

CAUTION 

Printer Unit 

 

Power Cord

Ribbon Cassette 

（Set in the printer）

・To use this printer safely 
・Start up Guide 

Arkofoto
Texto escrito a máquina
Unidad de impresión

Arkofoto
Texto escrito a máquina
Para usar esta impresora con seguridad

Arkofoto
Texto escrito a máquina

Arkofoto
Texto escrito a máquina

Arkofoto
Texto escrito a máquina
Guia de inicio

Arkofoto
Texto escrito a máquina
Manual de Usuario

Arkofoto
Texto escrito a máquina
Driver de Impresora

Arkofoto
Texto escrito a máquina
Cable de alimentación

Arkofoto
Texto escrito a máquina
(Situado en la impresora)

Arkofoto
Texto escrito a máquina
Quite el envoltorio antes de su uso

Arkofoto
Texto escrito a máquina
(Situado en la impresora)

Arkofoto
Texto escrito a máquina
(Situado en la impresora)
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                                              SSeettttiinngg  UUpp  tthhee  PPrriinntteerr  
NNaammeess  ooff  CCoommppoonneennttss  
 

[Front of Unit] 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
・ Please be careful not to hurt yourself or damage anything on the edges of the printer. 

Ventilation
USB port

Power Plug Socket

[Back of Unit] 

Ventilation 

[Side of Unit]

Power Switch 

Scrap Box

Print Feed Out 
LED 

Open Lever

CAUTION 

Platen Roller
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                                              SSeettttiinngg  UUpp  tthhee  PPrriinntteerr  
CCoonnnneeccttiinngg  tthhee  PPoowweerr  CCoorrdd  
 
1. Make sure that the printer’s power switch is set to the OFF position. 
 
2. Plug the cord connector end into the printer Power Plug Socket. 
 
3. Plug the cord into the wall outlet. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

CCoonnnneeccttiinngg  ttoo  tthhee  CCoommppuutteerr  
 
1. Make sure that both the printer and computer power switches are set to the OFF position. 
 
2. Connect the USB cable to the printer and the computer. 
 
3. Turn on the power. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 - Please use the power cable that came with the printer, and be sure to attach the ground wire. 

CAUTION 
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                                              SSeettttiinngg  UUpp  tthhee  PPrriinntteerr  

PPaappeerr  aanndd  RRiibbbboonn  
 

 

 DS40 DS80 
Type L, 2L PC, A5W 8*10, 8*12 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

  Paper 

Width: 127mm  Width: 152mm Width: 203mm 
 

 

 

 

 

 

 

 

  

Ribbon 

Width: 134mm Width: 159mm Width: 210mm 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

・ Set the paper and ribbon without putting them directly on the work surface. Any dust or dirt could get
inside the printer and adversely affect the print quality. 

CAUTION 
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                                              SSeettttiinngg  UUpp  tthhee  PPrriinntteerr  

SSeettttiinngg  tthhee  MMeeddiiaa  
 

1. Release the Open Lever, and pull out the mechanism unit. 
 

 

 

 

 

 

 

 

 
 
2. Open the Paper Release lever. 
 

 

 

 

 

 

 

 

 

 

 
3. Remove the scrap box 
 

 

 

 

 

 

 

 

 

 

 

 

 
4. Remove the entire paper cassette unit. 
 

 

 

 

 

 

 

 

 

 

 

 

Paper Release Lever 

Scrap Box 

Open Lever 
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                                              SSeettttiinngg  UUpp  tthhee  PPrriinntteerr  
 
5. Install the new roll of paper on the paper holder. 

When installing it, make sure there are no gaps between the paper and the holder. 
  Make sure the paper is not sticking out. If the end of the roll is uneven (with paper sticking out), remove it 

from the holder, and flatten it. 
 

 

 

  

 

 

 

 

 

 

 

  

 

 

 

 
                                  Check for uneven ends    
 

 

 

 

 

 

 

 

 

 

 

 

 

6. Set the paper holder into the paper cassette.（(Set it firmly all the way in) 
Set the paper in the direction indicated below. 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Paper direction 

Seal 

○ 

  

 

×

 

×

No gaps 
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                                              SSeettttiinngg  UUpp  tthhee  PPrriinntteerr 
7. Remove the tape, and advance the roll as indicated by the arrow. Set the end of the paper about 5mm beyond 

the roller. When doing this, insert the paper straight along the seal. If it isn’t inserted straight, the paper will 
be crooked, which could cause white line on the edges of the print, ribbon wrinkles, and register slippage. 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 
8. Set the paper cassette into the printer. 
 

 

 

 

 

 

 

 

 

 

 

 

○     ×   × 

Path of the paper 

 

As seen from above 
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                                              SSeettttiinngg  UUpp  tthhee  PPrriinntteerr  
9. Turn the paper in the direction of the arrow.  When it is advanced enough, the buzzer will beep, and the 

flashing LED (orange) will go out. 
It is easier to set if the paper is turned while securing the holder with one hand. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
10. Set the scrap box, and close the cover. 

The printer will not operate without the scrap box. 
If the mechanism unit is closed without the scrap box attached, there will be a “No Scrap Box Error”, and the 
LED will flash (red). 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CAUTION 

・ The printer will not operate without the scrap box attached. 
・ When the scrap box is removed, do not insert your fingers in the cutter at the top.  They could be

cut or severed. 
・ As prints are cut, the scrap box fills with scrap paper.  Be sure to empty it when you change the

paper and ribbon.  If it becomes over-filled with scraps, it could cause problems with the printer. 
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                                              SSeettttiinngg  UUpp  tthhee  PPrriinntteerr 
11. Set the new ribbon into the ribbon cassette. 

Advance the ribbon in the direction of the arrow, and take up any slack. 
 

 

 

 

 

 

 

 

 

 

 

 
12.Set it with the supply side in front. 
 

 

 

 

 

 

 

 

 

 
 
13.Close the mechanism unit. 
 *When the mechanism unit is closed, the printer will run initialization (4 blank sheets will be fed out). 

However, if the power is turned ON after the paper is set, it won’t run the initialization. 
By running initialization, the dirty outer layer of paper is cut off. 

 

 

 

 

 

 

 

 

 

*In order to facilitate media color adjustment, media type recognition, and print quantity management, an 
IC chip is built into the ink ribbon. Media without an IC chip, which has not been evaluated and 
cleared, may not function properly. (If correct data cannot be read from the IC chip, an alarm will 
sound.  In this case, in order to protect the printer, it will lower the concentration for printing.) 

*Please change the media as a set, because the IC chip for each ribbon has unique information.  
Otherwise, errors could occur. 

*If different width media (for example L-size and PC-size) are used on the same printer, problems with 
the print quality could arise.  Therefore, it is preferable not to mix the use of different width media on 
one printer.  

 

 

 
 
 

 

Supply 

Take Up 

Set here 
Supply side

・ Replace the ribbon and paper as a set to avoid problems later. 

CAUTION 
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                                                TTrroouubbllee--sshhoooottiinngg  
EErrrroorr  DDiissppllaayyss  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
The flashing LED indicates the printer status 

LED display 
Status  

Power 
 

Ribbon 
 

Paper 
 

Error 
Solution Refer 

to 
 Paper End 

*1 ●  
 

 Put in a new roll of paper P.18

Ribbon End 
*1 ● 

 
  Put in a new roll of ribbon P.22

Door is Open 
（no paper） ●  

  Set the paper properly and close the 
mechanism unit P.18

Door is Open 
 ●   

 Close the mechanism unit P.22

No Scrap Box 
 ●   

 Set the scrap box P.21

Paper Error 
 ●  ● ● Free the paper, and reset it correctly P.24

Ribbon Error 
 ● ●  ● Fix the ribbon, and set it correctly P.26

System Error 
*2 ●   ● Re-boot the printer (turn off, then on) － 

Head Cool 
Down 

 
   The head is cooling off (auto-recovery) － 

 

＊● indicates lit,     indicates flashing, and blank is not lit 
 
*1 Exchange the paper and ribbon as a set. 
 
*2 If the system error cannot be corrected, contact the dealer. 
 

 

 

 

 

 

 

 

Power 
Ribbon 
Paper 
Error 
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                                                      TTrroouubbllee--sshhoooottiinngg  

SSoollvviinngg  MMeeddiiaa  EErrrroorrss  
 
1. Pull out the mechanism unit. 
 

 

 

 

 

 

 

 

 
2. Remove the ribbon cassette. 
 

 

 

 

 

 

 

 

 
a. If the paper is jammed: 

 

 

 

 

 

 

 

 

 

 
1. Pull any paper remaining in the printer in the direction shown, and cut off any wrinkled or partially printed 

areas evenly with scissors. 
Printing over an already printed area will cause the ribbon to stick, and the paper will jam again. 
When pulling the paper out, pull it slowly.  Application of too much force could damage the printer. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 ・ Please be careful not to hurt yourself or damage anything on the edges of the printer. 

  

CAUTION 
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                                                      TTrroouubbllee--sshhoooottiinngg        
 
2. Remove the scrap box, and rewind the paper. 
 

 

 

 

 

 

 

 

 

 

 

 

 
3. Cut off any partially printed, wrinkled, or otherwise inferior paper evenly with a pair of scissors, and reset the 

paper.  If wrinkles or partially printed areas are left, it could cause the paper to jam again. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 
Cutting the paper 
 

 

 

 

 

 

 
Then follow the methods as for setting the media. 

 

 

 

 

 

 

 

 

 

 

 

 

○ ×
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                                                      TTrroouubbllee--sshhoooottiinngg        
 

b. If the ribbon is pulled into the mechanism: 
 

 

 

 

 

 

 

 
1. Cut the ribbon. 

 

 

 

 

 

 

 

 
2. Carefully remove any ribbon remaining in the mechanism. 

Any pieces of ribbon left inside the mechanism could affect print quality. 
In this case, clean the platen roller  see P.28 

  

 

 

 

 

 

 

 

 
3. Reattach the ribbon with cellophane (or similar) tape. 
 

 

 

 

 

 

 

 

 

 
4. Rotate the up-take ribbon several times until the tape is out of sight. Take care that there is no slack in the 

ribbon. 
 

 

 

 

 

 

 

 
Then, refer to a. If the paper is jammed. 

Tape 
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                                                      TTrroouubbllee--sshhoooottiinngg        
 
c. If the printer is stopped in the middle of cutting: 
 

 

 

 

 

 

 

 

 

 

1. Turn the power back ON. Free the jammed paper, and return the cutter blade to its ready position. 
 

 

 

 
2. Remove any partially printed material from inside the mechanism unit. 

Then, refer to a. If the paper is jammed. 
 

 
d. If power is cut during printing: 
 

*If the power is cut during printing, you will not be able to pull out the mechanism unit. 
 
1. Turn the power back ON. The partial print will be cut into scrap-size pieces and removed. 

After this, you will be able to pull out the mechanism unit. 
 
2. Check that there is no printed material in the mechanism unit. 

If the paper is jammed, refer to a. If the paper is jammed. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 ・ Do not turn the power OFF while printing.  This could damage the printer. 

If the jammed paper cannot be freed, please contact a service representative. 

CAUTION 
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                                                    CClleeaanniinngg  
PPllaatteenn  RRoolllleerr  
 

 

If there is an indent on the pictures at a regular interval, or if the back of the picture (white side) is 
dirty, clean the platen roller.   
There may be dust, grime, adhesives, etc. from the ribbon or paper on the platen roller. 

 
1. Prepare a piece of gauze or other soft cloth soaked in ethyl alcohol. 
  Benzenes or thinners other than ethyl alcohol may permeate the resin, so they should not be used. 
 
2. Wipe off any grime while turning the platen roller. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

・ Please be careful not to hurt yourself or damage anything on the edges of the printer. 
・ Never use benzenes or thinners other than ethyl alcohol, as they may permeate the resin. 

CAUTION 
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                                              SSppeecciiffiiccaattiioonnss    
 

 

 
Model  DS40  DS80 

Print type  Thermal dye sublimation transfer 

Print mode  High-speed mode High quality mode  High-speed mode High quality mode

Resolution  300×300dpi 300×600dpi  300×300dpi 300×600dpi 

L 89*127mm 8*4 203×102mm 

PC 101*152mm 8*5 203×127mm 

2L 127*178mm 8*6 203×152mm 

A5 152*203mm 8*8 203×203mm 

A5W 152*229mm 8*10 203×254mm 

Print size 

    8*12 203×305mm 

L 400 sheets 8*10 130 sheets 

PC 400  sheets 8*12 110 sheets 

2L 230  sheets     
Print sheet 

A5W 180  sheets      

L Approx. 8.4 sec Approx. 10.8 sec 8*10 Approx. 30.2 sec Approx. 40.2 sec

PC Approx. 8.9 sec Approx. 11.7 sec 8*12 Approx. 35.2 sec Approx. 46.2 sec

2L Approx. 12.8 sec Approx. 17.4 sec     

A5W Approx. 13.9 sec Approx. 19.3 sec     

Print time 

8*12 Approx. 16.4 sec Approx. 22.4 sec     

Ribbon type  YMC＋overcoat 

Interface  USB2.0 

Driver-compatible OS   Windows 2000/XP 

Dimensions  322mm W ×366mm D × 170mm H 

Weight  Approx. 14 ㎏（printer only） 

Power  AC100V－240V 50/60Hz 

Power consumption   100V 3.96A   240V 1.69A 

Noise  A-weighted sound pressure level < 70dB:   " less than 70 dB" 

Operating   Temp. 5～35℃ in natural conditions 

environment  Humidity 35～80 with no condensation 

 
                    

  

＊These specifications may be changed without prior notice.



 

Information on servicing the printer 
 
For questions regarding operation and servicing of the printer, contact the dealer where the printer was purchased, 
or consult at the following: 
 

DNP Photo Marketing Co.,Ltd.  
http://www.dnp-photomarketing.com/ 




